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Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE, ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

LA Long-handled line cutter.
LJ B- (1) Long-handied dehooker for internal hooks.

E C- (1) Long-handled dehaoker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement). *

D- (1) Long-handled device to pull an “Inverted V* (If 6° J-Style Dehooker is used
for Item-C, it will also satisfy this requirement),

REQUIRED FOR TURTLES BOATED:

4 E- (1) Dip net,
F- (1) Standard automobile tire.
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
2 - (1) Bolt cutter.
K- (1) Monofilament line cutter.

<l L- (2) Types of mouth openers/mouth gags from the following list:
1A block of hard wood;

O A set of (3) canine mouth gags;

1 A set of (2) sturdy dog chew bones;

L1 (2) rope loops covered with hose;

[ A hank of rope;

L1 A set of (4) PVC splice couplings;

1 A large avian oral speculum.

RECOMMENDED EQUIPMENT:

,E'”(M)-(l) Turtle tether.
L1 - (1) Turtle hoist.




TRIPNUMBER RoZoo| 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

A- (1) Long-handled line cutter.
m B- (1) Long-handled dehooker for internal hooks.

E"C— (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V* (If 6’ J-Style Dehooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

X1 E- (1) Dip net.
B (1) Standard automebile tire.
m G- (1) Short-handled dehooker for internal hooks.

’E’H— (1) Short-handled dchooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
IE J- (1) Bolt cutter.
X K- (1) Monofilament line cutter.

E L- (2) Types of mouth openers/mouth gags from the following list:
1 A block of hard wood;
[1 A set of (3) canine mouth gags;
2 A set of (2) sturdy dog chew bones;’
O (2) rope loops covered with hose;
& A hank of rope;
LI A set of (4) PVC splice couplings;
(I A large avian oral speculum.

RECOMMENDED EQUIPMENT:
[T v)-1) Turtte tether.

D (N)- (1) Turtle hoist.
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SEA TURTLE RELEASE EQUIPMENT CHECKLIST

PLEASE CHECK THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL.
WRITE ANY ADDITIONAL COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:
I A- (1) Long-handled line cutter.

@ B- (1) Long-handled dehooker for internal hooks.

k4 c.- (1) Long-handled dehooker for external hooks (The long-handled
dehooker for internal hooks used for Item B will also satisfy this
requirement). i

E D- (1) Long-handled device to pull an “Inverted V> (If 6 J-Style Dehooker
is used for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

B4 E- (1) Dip net.

@, F- (1) Standard automobile tire.

G- (1) Short-handled dehooker for internal hooks.

1 1 (1) Short-handled dehooker for removing external hooks (The short-
handled dehooker for internal hooks used for Item G will also satisfy this
requirement).

(1) Long-nose or needle-nose pliers.
Q J- (1) Bolt cutter.
A-K - (1)Monofilament line cutter.

E L- (2) Types of mouth openers/mouth gags from the followmg list:
O A block of hard wood;
00 A set of (3) canine mouth gags;
0 A set of (2) sturdy dog chew bones;

O (2) rope loops covered with hose;
J.A hank of rope;

i A set of (4) PVC splice couplings;
O A large avian oral speculum.
RECOMMENDED EQUIPMENT:
A ovD-(1) Turtle tether.
O a0- (1) Turtle hoist.
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TRIP NUMBER 74' DZO 27 01/01/2005
Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITFE. ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:;

& A~ (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks,

E C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will alse satisfy this requirement). *

L2l D- (1) Long-handled device to pull an “Inverted V» (If 6* J-Style Dehooker is used
- forItem-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:
E E- (1) Dip net.
1 F- (1) Standard antomobile tire.
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement),

E (1) Long-nose or needle-nose pliers,
J- (1) Bolt cutter.
E K- (1) Monofilament line cutter.

'[E_ L- (2) Types of mouth openers/mouth gags from the following list:
A block of hard wood;
A set of (3) canine mouth gags;
T A set of (2) sturdy dog chew bones;
(2) rope loops covered with hose;
T A hank of rope;
B A set of (4) PVC splice couplings;
L3 A large avian oral speculum.

RECOMMENDED EQUIPMENT:
E (M)-(1) Turtle tether.

O (N)- (1) Turtle hoist. | |
fﬁgﬁ [/TVWH@/ NE?&}& %%’gﬁkgi* L@Jg ?Efg’:éh%ﬁ; (zj Q@?@&%@@%@A Wt#’} @{Q'Q/
Cn the middle




TRIP NUMBER_Po [ [2.0 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE. ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

A- (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement). x

Xl p- (1) Long-handled device to pull an “Inverted V” (If 6* J-Style Dehooker is used
for Item-C, it will also satisfy this req wirement),

REQUIRED FOR TURTLES. BOATED:

E- (1) Dip net.
m F- (1) Standard automobile tire,
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
K- (1) Monofilarent line cutter.

L~ (2) Types of mouth openers/mouth gags from the following list:
& A block of hard wood;
E3 A set of (3) canine mouth gags;
B A set of (2) sturdy dog chew bones;
£2 (2) rope loops covered with hose;
[ A hank of rope;
£ A set of (4) PVC splice couplings;
Er A large avian oral speculum.

RECOMMENDED EQUIPMENT;
E (M)-(1) Turtle tether.

(N)- (1) Turtle hoist.




TRIP NUMBER (O (56 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE, AN Y ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

@ A- (1) Long-handled line cutter.
B~ (1) Long-handled dehooker for internal hooks.

‘B C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement). ¥

D- (1) Long-handled device to pull an “Inverted V” (If 6° J-Style Dehooker is used
for Item-C, it will also satisfy this requirement),

REQUIRED FOR TURTLES. BOATED:

%] E- (1) Dip net.
F~ (1) Standard automobile tire.
Ed G- (1) Short-handled dehooker for internal hooks.

El H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list;
L A block of kard wood;
[} A set of (3) canine mouth gags;
A set of (2) sturdy dog chew bones;
E(2) rope loops covered with hose;
12 A hank of rope;
ET A set of (4) PVC splice couplings;
EFA large avian oral speculum,

RECOMMENDED EQUIPMENT:;
E’(M)-(l) Turtle tether.

E} &0- (1) Turtle hoist.




TRIP NUMBER TO ;l O 5 9\ 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

" A-(1) Long-handled line cutter.
’ B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement),

D- (1) Long-handled device to pall an “Inverted V* (If 6’ J-Style Dehooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

BT £- (1) Dip ne.
F- (1) Standard automobite tire.
G- (1) Short-handled dehooker for internal hooks.

E H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers.
Ed 5. (1) Boit cutter.
K- (1) Monofilament line cutter.

E L~ (2) Types of mouth openers/mouth gags from the folowing list:
- A block of hard wood;
1 A set of (3) canine mouth gags;
[J A set of (2) sturdy dog chew bones;
[ (2) rope loops covered with hose;
ET A hank of rope;
0 A set of (4) PVC splice couplings;
[J A large avian oral speculum.

RECOMMENDED EQUIPMENT;:
1 (M)-(1) Turtte tether.

[J - @) Turtie hoist.




P
TRIP NUMBER  J ©D0 S>3 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A=~ (1) Long-handled line cutter.
E B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

E D- (1) Long-handled device to pall an “Inverted V” (If 6’ J-Style Dehooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

E E- (1) Dip net.
I~ (1) Standard automobile tire.
E’G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers.
@ J- (1) Bolt cutter.
E K- (1) Monofilament line cutter.

E/L- (2) Types of mouth openers/mouth gags from the following list:
B A block of hard wood;
O A set of (3) canine mouth gags;
O A set of (2) sturdy dog chew bones;
O (2) rope loops covered with hose;
hank of rope;
L1 A set of (4) PVC splice couplings;
[J A large avian oral speculum.

RECOMMENDED EQUIPMENT;

(M)-(1) Turtle tether.
O (N)- (1) Turtle hoist.




TRIP NUMBER C02 0 g 7 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A- (1) Long-handled line cutter.
E B- (1) Long-handled dehooker for internal hooks.

? C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement),

m D- (1) Long-handled device to pull an “Inverted V* (If 6* J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

B E- (1) Dip net.
1 F- (1) Standard automobile tire.
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
E J- (1) Bolt cutter.
ﬂ K- (1) Monofilament line cutter,

L: (2) Types of mouth openers/mouth gags from the following list:
block of hard wood;
I A set of (3) canine mouth gags;
[ A set of (2) sturdy dog chew bones;
01 (2) rope loops covered with hose;
I A hank of rope;
[0 A set of (4) PVC splice couplings;
3 A Jarge avian oral speculum.

RECOMMENDED EQUIPMENT: .
(M)-(1) Turtle tether. C on (7) /@7’ & A f (:, k / 74

[J &0- (1) Turtte hoist.




TRIPNUMBER __ Pr i 2 | 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A- (1) Long-handled line cutter.
E B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Ytem: B will also satisfy this requirement). *

D- (1) Long-handied device to pall an “Inverted V? (I£6* J-Style Dehooker is used
for Item-C, it will also satisfy this requirement),

REQUIRED FOR TURTLES BOATED:

m E- (1) Dip net.
X - (1) Standard automobile ire.
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

m (1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
E K- (1) Monofilament line cutter.

L~ (2) Types of mouth openers/mouth gags from the following list;
I A block of kard wood;

E3 A set of (3) canine mouth gags;

X A set of (2) sturdy dog chew bones;

E3 (2) rope loops covered with hose;

IR A bank of rope;

B A set of (4) PVC splice couplings;

£ A large avian oral speculum.

RECOMMENDED EQUIPMENT:

E (M)-(1) Turtle tether.
E' (N)- (1) Turtle hoist.




TRIP NUMBER. 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

X] A- (1) Long-handled line cutter.
@ B- (1) Long-handled dehooker for internal hooks.

D C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V* (If 6> J-Style Dehooker is used
for Item-C, it will also satisfy ¢his requirement).

REQUIRED FOR TURTLES.BOATED:

E- (1) Dip net. ¥ 2.
£l F- (1) Standard automobile tire, ¥ 2
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

X (1) Long-nose or needle-nose pliers.
A . (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/motith gags from the following list:
[ A block of hard wood;
O A set of (3) canine mouth gags;
[ A set of (2) stuxdy dog chew bones;
ET (2) rope loops covered with hose;
E] A hank of rope;
B A set of (4) PVC splice couplings;
1 A large avian oral speculum.

RECOMMENDED EQUIPMENT:

Al (M)-(1) Turtle tether.
[ - 1) Turtte hoist.
NIRSA  STIkS




TRIP NUMBER p Oq 03 3 01/01/2005
Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

A- (1) Long-handled line catter.
B~ (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
infernal hooks used for Ytem B will also satisfy this requirement).

X p- (1) Long-handled device to pull an “Inverted V* (If 6* J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES. BOATED:

E- (1) Dip net.
IZI F- (1) Standard automobile tire.
G- (1) Shert-handled dehooker for internal hooks.

EI H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
m J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list:
&l A block of hard wood;
L1 A set of (3) canine mouth gags;
[ A set of (2) stuxdy dog chew bones;
(2) rope loops covered with hose;
A hank of rope;
L1 A set of (4) PVC splice couplings;
[3 A large avian oral speculum.

RECOMMENDED EQUIPMENT:

- uitle tether.

I - (1) Turtte hoist.




TRIP NUMBER %(O%@ 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

& A- (1) Long-handied line cutter.
Al B- (1) Long-handled dehooker for internal hooks.

m C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

@ D- (1) Long-handled device to pull an “Inverted V” (If 6° J-Style Dehooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

E-~ (1) Dip net.
B ¥- (1) Standard automobile tire.
G- (1) Short-handled dehooker for internal hooks.

m H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

m (1) Long-nose or needle-nose pliers.
B4, 3- (1) Bolt cutter.
ﬁ K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list;
LA block of hard wood;
A set of (3) canine mouth gags;
3 A set of (2) sturdy dog chew bones;
1 (2) rope loops covered with hose;
ﬂA hank of rope;
L1 A set of (4) PVC splice couplings;
[J A large avian oral speculum.

RECOMMENDED EQUIPMENT;
O on-1) Turtte tether.

3 - (1) Turtte hoist.




RoT OO

SEA TURTLE RELEASE EQUIPMENT CHECKLIST

PLEASE CHECK THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL.
WRITE ANY ADDITIONAL COMMENTS BESIDE ITEM DESCRIPTIONS.
REQUIRED FOR TURTLES NOT BOATED:
@;A~ (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

O c- (1) Long-handled dehooker for external hooks (The long-handled
dehooker for internal hooks used for Item B will also satisfy this
requirement). i

O p- (1) Long-handled device to pull an “Inverted V> (If 6° J-Style Dehooker
is used for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

M E- (1) Dip net.

@ F- (1) Standard automobile tire.

HG- (1) Short-handled dehooker for internal hooks.

O (1) Short-handled dehooker for removing external hooks (The short-
handled dehooker for internal hooks used for Item G will also satisfy this
requirement).

@\(1) Long-nose or needle-nose pliers.
[ (1) Bolt cutter.
@_ K- (1)Monofilament line cutter.

2l L- (2) Types of mouth openers/mouth gags from the following list:
f-A block of hard wood;

[0 A set of (3) canine mouth gags;

[0 A set of (2) sturdy dog chew bones;

OO (2) rope loops covered with hose;

ElA hank of rope;

O A set of (4) PVC splice couplings;

O A large avian oral speculum.

RECOMMENDED EQUIPMENT:
L] (M)~(1) Turtle tether.
[ (\)- (1) Turtle hoist.




TRIP NUMBER “723.00)-H 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

B A- (1) Long-handled line cutter.
Ed B- (1) Long-handled dehooker for internal hooks,

C- (1) Long-handled dehooker for external hooks (The long-handied dehooker for
internal hooks used for Item B will also satisfy this requirement). *

f
D- (1) Long-handled device to pull an “Inverted V* (If 6’ J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES. BOATED:

BLE- (1) Dip net.
F. (1) Standard antomobile tire,
4 G- (1) Short-handled dehooker for internal hooks.

v
E H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E, (1) Long-nose or needle-nose pliers.
E J- (1) Bolt cutter.
E K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list:
A block of kard wood;
1 A set of (3) canine mouth gags;
01 A set of (2) sturdy dog chew bones;
[J (2) rope loops covered with hose;
El A hank of rope;
[0 A set of (4) PVC splice couplings;
[3 A large avian oral speculum.

RECOMMENDED EOUIPMENT:
I vy-(1) Turtte tether.
" (N)- (1) Turtle hoist.




TRIPNUMBER . Pp.1122. 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL -
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE AN Y ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

A- (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement), >

D- (1) Long-handled device to pull an “Inverted V” (If 6’ J-Style Dehooker is used _
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES.BOATED:

Al E- (1) Dip net. . |
F- (1) Standard automobile tire,

G- (1) Short-handled dehooker for internal hooks.

Xl m- (1) Short-handled dehooker for removing external hooks (The short- handled

dehooker for internal hooks used for Ttem G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers. '
E J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L~ (2) Types of mouth openers/mouth gags from the following list:
B A block of hard wood;

B A set of (3) canine mouth gags;

I A set of (2) sturdy dog chew bones;
£3 (2) rope loops covered with hose;
B A hank of rope;

Bt A set of (4) PVC splice couplings;
Et A large avian oral speculum.

RECOMMENDED EQUIPMENT:
E (M)-(1) Turtle tether.

E} - (1) Turtte hoist.




TRIP NUMBER fﬁ[cﬁz 01/01/2005
Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:
A- (1) Long-handled line cutter.

B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V* (If 6> J-Style Dehooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

E- (1) Dip net,
F- (1) Standard automobile tire,
K G- (1) Short-handieq dehooker for internal hooks,

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G wiil also satisfy this requirement),

E— (1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list;
Bl A block of hard wood;
O A set of (3} canine mouth gags;
[J A set of (2) sturdy dog chew bones;
1 (2) rope loops covered with hose;
EFA hank of rope;
I A set of (4) PVC splice couplings;
O A large avian oral speculum.

RECOMMENDED EQUIPMENT:

D (M)-(1) Turtle tether.
(N)- (1) Turtle hoist.
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TRIPNUMBER O /O 5 {:”’5 01/01/2005

Sea Turtle Release Eguipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

7] A (1) Long-handled line cutter.
=4 B- (1) Long-handled dehooker for internal hooks.

=l C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

1 D- (1) Long-handled device to pull an “Inverted V* (If 6’ J-Style Dchooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

Ed E- (1) Dip net.
M F- (1) Standard automobile tire.
B9 G- (1) Short-handled dehooker for internal hooks,

E H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

‘ (1) Long-nose or needle-nose pliers.
2d J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

E L- (2) Types of mouth openers/mouth gags from the following list:
2 A block of hard wood;
1 A set of (3) canine mouth gags;
1 A set of (2) sturdy dog chew bones;
3 (2) rope loops covered with hose;
EJ’A hank of rope;
01 A set of (4) PVC splice couplings;
[T A large avian oral speculum.

RECOMMENDED EQUIPMENT;

B on-1) Turdle tether.
[ o%- (1) Turtle hoist.




